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Halifax has a refined, irregular pattern and is available in a semi-transparent and blackout version. This fabric 

exudes style, whilst also promoting energy saving by providing an insulating effect through the honeycomb 

structure and optical white back.

Halifax 45mm

fabric specifications
composition construction transparency form of cell

weight
(g/m2)

 thick-
ness
(mm)

colour fastness
(ISO 105 B02) metalized

Oeko-Tex 
standard 100

flame 
retardant

moisture 
resistant

pvc/
halogen 

free

100% PES
spunlace 

non-woven fabric 
+ screen print

semi-transparent D-shape 144 0,21 4-5  no yes no yes yes

solar heat and light control properties
design colour cell size (mm) fabric width (cm) Rv Av Tv Rs As Ts Tuv

gtot 
value Fc-value FC-class

5240E sand 45 mm 366 62% 21% 17% 62% 17% 21% - 0,39 0,55 2

5242E charcoal 45 mm 366 62% 21% 17% 62% 17% 21% - 0,39 0,55 2

5243E mist 45 mm 366 62% 21% 17% 62% 17% 21% - 0,39 0,55 2

5249E storm 45 mm 366 71% 18% 11% 70% 18% 12% 9% 0,34 0,58 2

5247E cinder 45 mm 366 68% 17% 15% 68% 13% 19% 11% 0,35 0,59 2

5246E sky 45 mm 366 60% 34% 6% 60% 33% 7% - 0,39 0,56 2
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